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The purpose of the study is to evaluate the flood disaster risk considering the rain water infiltration and storage function of land use. 
I calculated two indexes. One is the surface water caused by the torrential rain of typhoon in 2016. Another is the future elderly 
household distribution in 2040. Flood disaster risk was evaluated by the number of elderly household on the area with the surface 
water over 100 mm/h, considering 4 scenarios about land use change. Based on the results of these evaluation, I showed the future 
land use policy in Tokushima Urban Area. 
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 時間 tにおけるメッシュ iの地表面に残る水量V[mm/h]
は、その時の降水量 Iから、貯留量 O1と浸透量 O2を差
し引いた残りと考え、次式で計算する。 
 dV/dt = I − O1 − O2     (1) 
 O1 = Dpaddy ∙ Apaddy + Dgutter ∙ Agutte   (2) 
 O2 = kpaddy ∙ Apaddy + kfarm ∙ Afarm + kforest ∙ Aforest + ksewers ∙ Asewers     















図 1 徳島東部都市計画区域 
 ここで、 
 Apaddy, Agutter, Afarm, Aforest, Asewers  メッシュ iの水田、道路
の側溝、畑、森林、下水道整備区域の面積 
 Dpaddy, Dgutter  水田と側溝の高さ 







































図 2 用いた降雨データ 






























































































































































いる。分布（図 6）を見ると、シナリオ 1、シナリオ 2
よりも、市街化区域内の方が高い。 













































  図 3 2040年の高齢世帯数           図 4 災害リスク評価結果（シナリオ 1） 
 図 5 災害リスク評価結果     図 6 災害リスク評価結果     図 7 災害リスク評価結果 
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